












WIN WITH 

WMT™ System - Victory Sets METRIC
WIDIA linija WMT držal je ekonomična in zaupanja vredna opcija za 
vse: struženje, izdelavo utorov, 
Zaupanje v WMT system zagotavlja izredno natančno obdelavo z 
zelo kratkimi delovnimi cikli in vrhunsko zmogljivost.

odrezovanje in profilno struženje.

?Odlična stabilnost ploščice zaradi velike naležne površine 
vpetja.
?Izjemna vsestrankost v enem orodju.
?Geometrija ploščice zagotavlja odlično kontrolo ostružkov.
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WMTS305M3U03PT  WP25CT

WMTS405M4U03PT  WP25CT

WMTS505M5U03PT  WP25CT

WMTS305M3U03PT  WU25PT

WMTS405M4U03PT  WU25PT

WMTS505M5U03PT  WU25PT

WMTS305M3U03PT  WP10CT

WMTS405M4U03PT  WP10CT

WMTS505M5U03PT  WP10CT

WMTS305M3U03PT  WU10PT

WMTS405M4U03PT  WU10PT

WMTS300M3P03PT  WU25PT

WMTS400M4P03PT  WU25PT

WMTS500M5P03PT  WU25PT

WMTS300M3P03PT  WU10PT

WMTS400M4P03PT  WU10PT

WMTS500M5P03PT  WU10PT
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En sistem za struženje, 
izdelavo utorov, 
odrezovanje in profilno 
struženje

WMT™ System

leva izvedba desna izvedba
globina

reza

Leva  desna izvedba - 1 držalo in 10 ploščicali

obdelava nerjavno jeklo litina nekovine
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Feed Values for Grooving

™WMT Inserts

SX Cut-Off Inserts

width of cut [mm]
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• Wiper flats where surface finish is critical.

• Double-ended, V-bottom, and top, mechanically clamped.

• Neutral, right-, and left-hand lead angles up to 12°.

• Designed to increase speed and feed.

• Chip geometry designed for excellent chip control 

and minimised cutting pressure on various materials.

Recommended feed

PT Grooving Inserts • Deep grooving tool for plunge and turn OD and face grooving

operations.

• High positive rake geometry for low cutting force, especially

in soft materials.

• Cuts in both axial and radial direction.

• Delivers chip control over full range of DOC when turning.

PC Grooving and 
Profiling Inserts

width of cut [mm]
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• Full nose radius geometry for plunge and contour operations.

• Effective cutting edge geometry exceeds 180° for increased

versatility.

• Superior chip control.

Recommended feed

SX-Ultra Cut-Off Inserts

width of cut [mm]

• Double-ended, V-bottom, and top, mechanically clamped.

• Neutral, right-, and left-hand lead angles up to 12°.

• Designed to increase speed and feed.

• Chip geometry designed for excellent chip control

and minimised cutting pressure on various materials.

• Ideal for 300 Series stainless steel, tool steel, titanium,

INCONEL®, and other nickel-based alloys at moderate

speeds and feeds.

Recommended feed
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Priporočeni pomiki

ploščice
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Slovenija testira!
Ponujamo vam navojne stružne ploščice po testnih cenah.

Samo do konca te akcije imate možnost nakupa navojnih stružnih ploščic po 
neverjetni ceni.

P M K
1 1 12 2 23 34

AlTiN

P - jeklo
M - nerjavna jekla
K - siva litina

REZKAR
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Navojne stružne ploščice

 
3E R/L 1,0 ISO ...
3E R/L 1,5 ISO ...
3E R/L 2,0 ISO ...
3E R/L 2,5 ISO ...
3E R/L 3,0 ISO ...

kosov  
3/8”
3/8”
3/8”
3/8”
3/8”

 
16
16
16
16
16

 
1,0
1,5
2,0
2,5
3,0

 
0,61
0,92
1,23
1,53
1,84

 
0,7
0,8
1,0
1,1
1,2

 
0,7
1,0
1,3
1,5
1,6

 
YE3
YE3
YE3
YE3
YE3

 
YI3
YI3
YI3
YI3
YI3

 
AL..-3 (LH)
AL..-3 (LH)
AL..-3 (LH)
AL..-3 (LH)
AL..-3 (LH)

velikost korak mere podl. ploš.Izberite korak navoja

 
3I R/L 1,0 ISO ...
3I R/L 1,5 ISO ...
3I R/L 2,0 ISO ...
3I R/L 2,5 ISO ...
3I R/L 3,0 ISO ...

kosov cena/kos 
3/8”
3/8”
3/8”
3/8”
3/8”

 
16
16
16
16
16

 
1,0
1,5
2,0
2,5
3,0

  
0,58
0,87
1,15
1,44
1,73

 
0,6
0,8
1,0
1,1
1,1

 
0,7
1,0
1,3
1,5
1,5

 
Yi3
YI3
YI3
YI3
YI3

 
Ye3
YE3
YE3
YE3
YE3

 
AL..-3 (LH)
AL..-3 (LH)
AL..-3 (LH)
AL..-3 (LH)
AL..-3 (LH)

velikost korak mere podl. ploš.Izberite korak navoja

VTX

UPORABA PRIMERKVALITETA

VM7

7,90
7,90
7,90
7,90
7,90

7,90
7,90
7,90
7,90
7,90

Prva izbira. Žilava, finozrnata struktura s TiAIN-
prevleko. Odporna na lom in obrabo.

Prva izbira za nerjavna jekla. Posebna večplastna 
PVD-prevleka zagotavlja visoko odpornost proti obrabi 
pri obdelavi nerjavnih jekel. TiAIN-prevleka.
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P

M

K

Vc[m/min]

Prevleka

125

150

170

180

275

350

200

325

200

225

200

330

180

200

200

330

200

330

200

280

250

350

400Rm

1050Rm

55HRc

130

230

180

260

160

260

60

100

75

90

130

90

100

VM7

70-150

60-125

90-160

40-120

90-150

65-120

85-120

60-110

VTX

115-190

100-175

90-165

85-145

75-140

70-135

70-110

50-100

75-140

60-120

70-130

60-115

90-140

40-110

90-120

65-110

85-110

60-100

45-60

30-50

20-30

15-25

140-170

50-70

45-60

70-160

60-145

70-130

60-115

125-160

90-120

100-365

80-220

200-400

200-280

60-180

80-225

80-255

Härte
Brinell

HB

MATERIAL

Nizkolegirano jeklo 

Visokolegirano jeklo 

Nerjavno jeklo (INOX)

Nerjavno jeklo (austenitno) 

Nerjavna jeklena litina (feritna) 

Nerjavna jeklena litina (austenitna)  

Nelegirano jeklo  

Jeklena litina 

Toplotnoodporna zlitine

Titanove zlitine

Kaljeno jeklo

Temprana litina

Siva litina

Nodularna siva litina

Aluminijasti odkovki

Aluminijeve zlitine

Baker in bakrene zlitine

Izračun za N (obr./min.)

N= 
1000 x Vc

¶ x D

Vc= 
N x D¶ x 

1000

Vc - Rezalna hitrost (m/min.)
D - Premer obdelovanca (mm)

N - Obrati na minuto (obr./min.)

kataloška št.

kataloška št.

D1 cena/koskataloška št. kataloška št.

4,0
6,0
8,0

10,0
12,0

Ap1 max

7,00
8,00

11,00
13,00
15,00

L

38
38
43
50
55

BCH

0,40
0,40
0,40
0,50
0,50

D

6
6
8

10
12

423003-000040

423003-000060

423003-000080

423003-000100

423003-000120

423004-000040

423004-000060

423004-000080

423004-000100

423004-000120

10,90

12,50

15,90

22,50

29,90

AlTiN - MTAlTiN - MW

IC

IC

L mm

L mm

mm

mm

h min

h min

X

X

Y

Y

RH

RH

LH

LH

držalo

držalo

cena/kos

Univerzalni VHM palični rezkar za grobo in fino obdelavo

CENA/KOS

10,90

od:

8 ?Sredinski rez
?HPC-geometrija

HANITA
WIN WITH 


